SIEMENS

Quick Start Guide

SANTIS® WLAN USB Adapter

e Protect the device from damp.

e The SANTIS WLAN USB Adapter may affect the operation of medical equip-
ment. Take account of the technical conditions in the relevant environment.

e Be sure to include the Quick Start Guide if you pass your SANTIS WLAN USB
Adapter on to someone else.

* Dispose of the SANTIS WLAN USB Adapter in an environmentally safe manner.
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Before you begin

The SANTIS WLAN USB Adapter

The SANTIS WLAN USB Adapter is an IEEE 802.11b wireless LAN USB adapter. It
allows your computer to connect to a wireless network to share network
resources and access the internet via an ADSL wireless Router-modem, without
being restricted to the network wires. Operating in 2.4GHz Direct Sequence
Spread Spectrum (DSSS) radio transmission, the SANTIS WLAN USB Adapter
transfers data at speeds up to 11 Mbps. For network security reasons, 64/128-bit
Wired Equivalent Protection (WEP) can be activated.

This Quick Start Guide contains information on how to install and connect your
SANTIS WLAN USB Adapter to an ADSL wireless Router or Router-modem (e.g. a
SANTIS ADSL Router-modem). An ADSL wireless Router or Router-modem is used
in an infrastructure network as a gateway linking your computer among other
things to the internet.

System Requirements
To use the SANTIS WLAN USB Adapter, your computer must meet at least the fol-
lowing requirements:

¢  Windows 98 SE, Windows ME, Windows 2000 or Windows XP
¢ 32 MB of RAM, additional memory recommended

* Free standard USB port
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Package Content

Verify your package content:

e SANTIS WLAN USB Adapter
¢ |nstallation CD

¢ Quick Start Guide

Note: Do not connect the SANTIS
WLAN USB Adapter to your computer
before installing its software. If this
happens, Windows will automatically
detect the USB device and issue a dia-
log box requesting its driver. Click
Cancel to quit the wizard.

Status LEDs

The two LEDs on the SANTIS WLAN USB Adapter indicate connection status (red)
and data transfer operation status (green):

e Thered LED is on, if the SANTIS WLAN USB Adapter is plugged into the USB
port of your computer.

e The green LED indicates the transmission mode. The faster the LED blinks,
the higher the data exchange rate is.

Antenna

The SANTIS WLAN USB Adapter comes with a powerful antenna. You can rotate it
from 0 to 180 degrees to adjust its range and the connection quality.

° Do not rotate the antenna more than 180 degrees, otherwise perma-
I nent damage may be caused.




Step 1a:
Installation for Windows 98 SE, ME, 2000

Do not connect the SANTIS WLAN USB Adapter to your computer
before installing its software. If this happens, Windows will automati-
cally detect the USB device and issue a dialog box requesting its driv-
er. Click Cancel to quit the wizard.

Windows 98 SE users need the Windows 98 SE installation CD to
complete the installation.

Follow these steps to install the SANTIS WLAN USB Adapter software:

1.
2.

Close all programs that are currently running.

Insert the provided Software Utility

CD into your CD-ROM drive. The SRV
setup program should automatical- g%}g%@@%

ly start. (If the installation does not

launch automatically, run l c‘j"u':;'l:mm o soSEMEP
setup.exe from the Utility&Driver |  Quick Start Guide USB Adapter

folder of the provided CD.) [ ik Ston Gatde PO Cend

When the SANTIS WLAN screen
appears, select your language and
then Utility & Driver.

When the welcome screen
appears, click Next.

Welcome to the InstallShield Wizard for Siemens:
‘Wireless LAN Client Utility

The Install3 hield® Wizard will install Siemens Wireless LGN
Client Utiity on your computer. To continue, click Next




4. Read the license agreement and
accept with Yes.

5. Select Typical for quick installation
and click Next. The program will
auto-process the software installa-
tion.

6. After the software installation is
finished, you are prompted to
insert the SANTIS WLAN USB
Adapter into the USB socket of
your computer. The red LED on the
SANTIS WLAN USB Adapter will
light when the SANTIS WLAN USB
Adapter is connected.
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InstalShield Wizard x]

License Agreement
[ -

Software License Agreement for Wirsless LAN Products ﬂ

Please read the foloning license agieement carefuly.

Press the PAGE DOWN key to see the rest of the agresment.

This is 2 legal agreement between product provider and you,

ihe end use. If you da not agree with the tems of this Agresment,
promptly retum the unapened diskelie package and the accampanying
itemes to product provider far a full refund. I retum for acquiing a
icerse to use the Wireless LAN software, related documentation and
hardare peripherals [*Softiare"), vou agies to the fallowing terms and
conditions.

Do you accept all the teims of the preceding License Agreement? If you chooss No, the
setup will lose, To install Siemens Wireless LAN Client Utity, you must accept this

sgreement,
frstal el
<Back s Mo |
Select a Setup Type x|
~
Setup Type ol

Select the Setup Type to instal

Ciick the type of Setup you prefer, then click Nest

R s LAN software il be installed with defaul selfings

@ Recommended for most users.

€ Custom
- ‘wiireless LA software will be: installed with custom settings.

@ Recommended for advanced users,

IrsstelGhiEld

< Back Wet> | Concel

Sﬁ Insert PC Card inta PCMCIA slot or USB adapter into USE socket now ...

Cancel "




7. Rotate the antenna on the SANTIS
WLAN USB Adapter to adjust its
range and the connection quality.

8. Upon hardware detection,
Windows OS will install the driver
for the adapter automatically.

For Windows 2000: If you are
prompted with the “Digital
Signature Not Found” alarm mes-
sage, just click Yes to ignore and
continue with the autoinstallation.

9. Complete the installation with Do e
Finish.

InstaliShield Wizard Complete

Satup has finished instaling Siemens Wireless LAN Client Uity
on your computer.

<Hack | Finih | [Carce]




Note:

¢ If you are prompted with the “INF not found” alarm, please click the Browse
button to locate the .inf file. Usually it is located on C:\Windows\inf or
C:\Winntlinf.

¢ For Windows 98 SE: If prompted, you need to insert your Windows 98 SE
installation CD to complete the driver installation.

Now you are done with the installation procedure.

The SANTIS WLAN USB Adapter uses the Wireless LAN Monitor Utility for both
configuration and monitoring.

The utility is launched automatically

with its icon located on the system ||II

tray.

If the utility is not launched, manually start it by selecting Start -> Programs ->
Siemens SANTIS WLAN -> SANTIS USB and PC Card Utility.

Next, you have to connect the SANTIS WLAN USB Adapter to an ADSL wireless

Router or Router-modem. Continue with section “Step 1b: Connecting to an ADSL
wireless Router or Router-modem” on page 9.
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Step 1b:
Connecting to an an ADSL wireless Router or
Router-modem for Windows 98 SE, ME, 2000

The SANTIS WLAN USB Adapter uses the Wireless LAN Monitor Utility for both
configuration and monitoring. The utility is launched automatically with its icon
located on the system tray. Right-clicking the icon displays the context menu.
The Wireless LAN Monitor icon color

is green to indicate your SANTIS WLAN IIJI

USB Adapter is in infrastructure mode.

If the icon is marked with a red “X”, it

means that it is not connected to an M

ADSL wireless Router or Router-

modem.

- If the utility is not launched, manually start it by selecting Start ->
I Programs -> Siemens SANTIS WLAN -> SANTIS USB and PC Card
Utility.

To connect to an existing ADSL wireless Router or Router-modem, proceed as fol-
lows:

1. Double-click the Wireless LAN Monitor icon or select Settings from its con-
text menu to start the Wireless LAN Monitor Utility.

2. Change to the Site Survey tab. All ireless LaN aiEa U &
available ADSL wireless Router or
o Netpork Card: | SANTIS WLAN USB Adapter =l
Router-modems within the range N 5

of the adapter are listed.

If there is no ADSL wireless Router
or Router-modem displayed, make
sure that the Hide SSID option is
not enabled for your ADSL wireless
Router or Router-modem (for SAN-
TIS ADSL Router-modems refer to
the Quick Configuration of the 4 | i

Wireless LAN configuration). S—
3. Double-click on the BSSID field of

the ADSL wireless Router or = —
Router-modem you want to con-

Status | Stalistics Site Suvey | Enciyption | Advanced | Frafies | Inf |

nect to. The utility will take you
back to the Status tab.
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4. |If there is the message Enable wireless LAN Monitor Utility =

Encryption to join thiS BBS in the Network Card : | SANTIS WLAN USB Adapter =
Status field (A), then the ADSL Cunent Protl:[Detouk =
wireless Router or Router-modem Stotus | Statstiss | Site Survay | Encyption | Advanced | Proies | Infa |

is configured with WEP, continue .

. 2 perating Mode Infrastiucture -
W|th pOII’lt 5. Channel m
550 [SANTISE0-3DE 388 ot
Otherwise the BSSID of the associ- TaRde e | _Icm.

. I, Rioanin [Orabes -]
ated ADSL wireless Router or =

Router-modem and the link quality
. . Status Enable Encipption to jain this BSS
of the connection are displayed
Signal Strength

(B), continue with point 10.

Link Quality |

Wireless LAN Monitor Utility

Network Card ;| SANTIS WLAN USB Adapter =

Cunent Frofile: [Defaul =l

Status | Statisics | Site Survey | Enciyption | Advanced | Frafies | Info |

Operating Mode [irhastucte =]
Charrel 5 = :
55D SANTIS50-3DEaBE

Submit
TuRate Ao | _I
Int. Roaming Disabled & | CericE

Radio On -
Statuz \ssociated - B55ID: 00-30-36-3D-E3B8
Signal Strength [IILI]]]

Link Quality
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5. Change to the Encryption tab.

6. Select 64 Bit or 128 Bit from the
Encryption drop-down menu.

7. Make sure that the HEX radio but-
ton is set and Key #1 is selected in
the Default Key box.

8. In the Key #1 field enter the same
WEP key as defined for the ADSL
wireless Router or Router-modem.
Note that the HEX format only
allows digits 0-9 and letters A-F for
input.

9. Click the Submit button to enable
the settings and change to the

Status tab to check the connection.

10. Change to the Profiles tab and
click the Save button to save your
settings as default. This ensures,
that your configuration is used for
default after a re-enabling of the
connection.

11.1f you wish to exit the utility, click
Hide.

12. Start your web browser (e.g.
Internet Explorer). If you have no
access to the internet, you may
have to configure your ADSL wire-
less Router or Router-modem
(refer to the corresponding manu-

al).

wireless LAN Monitor Utility

Network Card ISANT\S Ww/LAN USB Adapter

Cunent Profile: [Defaul

Il

|

Status | Statistcs | Site Survey  Encivption | Advanced | Profies | Info |

128 Bit =

Default Key
Mode

Authentication Type

Key 1 -
Mandatoy -
Auta -

& HEX Kep 1
Kep 2
Koy #3

Kep 4

ascl

12345678901 2345678301 23456

Submit

Help

Hide

Wireless LAN Monitor Utility

Network. Card ISANT\S Ww/LAN USE Adapter

Cunent Frofle: [Defau

[~

Status | Statistics | Site Survep | Encigption | Advanced Frafies |infa |

~Existing profi

Mew
Save
Delete
Rename

‘Default .

“Your current profile s

Use commands on the left
to manage this profile or to
create a new one.

~ Preview of: ‘Default’
S5ID:

Mode:

Channel;

Tx Rate:

802.11 Power Save:
Encruption Level:
Authertication Type:

SANTISE0-3DE3BS
Infrastruchure

3

Auto

Off

Disabled
Open System

Help

Hide




Step 1c:

Using the Wireless LAN Monitor Utility
for Windows 98 SE, ME, 2000

To start the Wireless LAN Monitor Utility, double-click the icon or select
Settings from its context menu. The Wireless LAN Monitor Utility comes with
seven tabs: Status, Statistics, Site Survey, Encryption, Advanced, Profiles and

Info. If you wish to exit the utility, click Hide.

Status

The Status tab displays the configuration
parameters: Operating Mode, Channel,
SSID, TxRate, Int. Roaming and Radio of
the SANTIS WLAN USB Adapter.

The Status field shows the BSSID of the
ADSL wireless Router or Router-modem
with which the adapter is associated.
Signal Strength and Link Quality allow
you to check the connectivity status.

=
Network Card : [SANTIS wLAN LIS Adapter =l

Cunent Profils: | Defaul -

Stakus | Stalistis | Site Survey | Encwption | Advanced | Frofes | Info |

Dperating Made Infrastrueture, [~

Channel 6 =1

ssi ANTISE0 RS —
Uit

TxRate [Auto =]
Int. Fioaring Disabled 2 ﬂl
Radio [ =

Status. Wssociated - BSSID: 00-90-98-30 E3-B8

Signal Siength

Link Qusity

Statistics

The Statistics tab allows you to view the
available statistic information for Data,
Management and Rejected Packets. Tx
indicates data is being transmitted,
whereas Rx indicates data being received.
You may click the Reset button to renew
the statistics.
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Wireless LAN Monitor Utility |
Network Card : [SANTIS WLAN LISB Adapter & |
Cunent Prcfle: [ Default -

Status - Stalisties | Site Survey | Encipption| Advanced | Profes | Info |
s R
b
s ful 43 52
Ui ful 0 0
Successiul 200 2321
Unsuccessiul 0 0
Rejected Packets 0 0 |
Help Hide:




Site Survey

The Site Survey tab displays the available ADSL wireless Router or Router-
modems within the range of the card. With each ADSL wireless Router or Router-

modem, these information are provided:

BSSID: Basic Service Set ID. It is actually
the MAC address of the ADSL wireless
Router or Router-modem.

SSID: Service Set ID.

Signal: Shows the signal strength ratio.
The higher the ratio, the more power-
ful the signal received by your SANTIS
WLAN USB Adapter.

Cannel: The operating radio channel
number.

Encryption: Indicates whether encryption
is enabled or disabled on the ADSL
wireless Router or Router-modem.

Wireless LAN Monitor Utility x|

Network Card: [SANTIS WLAN USB Adapter 3|

Curent Profile: | Defaul* -

Stalus | Stalisics  Site Survey | Enciption | Advanced | Proffes | Infa |

00509630 EJBE  SANTIS00-a0EIBS  100% B

Help: Hide

In order to update the list, click the Re-Scan button. If you want to associate with
any of the ADSL wireless Router or Router-modem listed, double-click on your
choice (on the BSSID field). The utility will take you back to the Status tab show-
ing the parameters of the connection newly established.
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Encryption

Encryption technology is used to enhance T =
wireless media security. Your encryption N 7 L2 s oo =
settings must match those used by the e
ADSL wireless Router or Router-modems Status | Statisics | Site Survey  Enctupton | Advanced | Profes | Infa |
in your network, or your computer will not . T
be able to communicate with others — |
e, Mandatony h3
through the netWOfk. :ut:enucalmnTyDE Auto - hd
GHEX  gem [T
© ascl Key#2 - :
Key #3
Key #4
Submit
Help Hide:
Advanced

The Advanced tab allows you to change advanced configuration settings, includ-
ing Fragmentation Threshold, RTS Threshold and 802.11 Power Save.

Both Fragmentation and RTS Threshold are disabled by default. To change the
parameters, move the slide bar with your mouse and then use the right and left

arrow keys on your keyboard to select an exact number of bytes.

To have the new settings take effect, click the Submit button.



Profiles

The Profiles tab allows you to save the
current wireless network settings. You can
save multiple profiles for different net-
work environments and easily retrieve the
required one as needed.

Wireless LAN Monitor Utility

Network Card: [SANTIS WLAN LISB Adapter

=

Curent Profile: | Dsfault -

Status | Statistis | Site Survey | Encwption | Advanced Profles |into |

~Esisting p

Mew
Save
Delele
Rename

“four current profile is
“Default

Use commands on the left
to manage this profile or to
creale anew one.

- Preview of. 'Defaul’
SSID:

Authentication Type; Open System

SANTISS0-3DE 388 -
Mode: Irfastructure

Chammel

Tk Rate: Auta

80211 Power Save: oif

Enciyption Level Disabled

Help

Hide

X

Version

The Version tab displays the basic information about the device, including the

Driver, Firmware and Application Version.



Step 2a:
Installation for Windows XP

Do not connect the SANTIS WLAN USB Adapter to your computer

before installing its software. If this happens, Windows will automati-
cally detect the USB device and issue a dialog box requesting its driv-

er. Click Cancel to quit the wizard.

Follow these steps to install the SANTIS WLAN USB Adapter software:

1.
2.
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Close all programs that are currently running.

Insert the provided Software Utility
CD into your CD-ROM drive. The
setup program should automatical-
ly start. (If the installation does not
launch automatically, run
setup.exe from the Utility&Driver
folder of the provided CD.)

When the SANTIS WLAN screen
appears, select your language and
then Utility & Driver.

When the welcome screen
appears, click Next.

SIEMENS

SANTISIWLEAN

USB Ackpier & PC Card

Content l;"me‘;u‘.? r(fézumnnmp
— Utility & Driver
- Quick Start Guide USB Adapter
— Quick Start Guide PC Card
— Acrobat Reader

InstaliShield Wizard X

‘Welcome to the InstallShield Wizard for Siemens
Wireless LAN Client Utility

The Instals hield® wizard will install Siemens Wireless LAN
Client Uiy on your computer. To continue, click Next

Mext > Cancel




4. Read the license agreement and
accept with Yes.

5. Select Typical for quick installation
and click Next. The program will
auto-process the software installa-
tion.

6. After the software installation is
finished, you are prompted to
insert the SANTIS WLAN USB
Adapter into the USB socket of
your computer. The red LED on the
SANTIS WLAN USB Adapter will
light when the SANTIS WLAN USB
Adapter is connected.

InstaliShield Wizard

License Agreement
Please read the folowing icense agresment carefull. I

Press the PAGE DOWN key to see the rest of the agreement.

[Eeftware License Agreement for Wireless LAN Products ~

Thisis @ legal agreement betieen product provider and you,

the end user. |F pou do not agree with the tems of this Agresment,
[Fromptly retum the unopened disketie package and the accompanying
ters to product provide for a full iefund. I return for acaquiing a
licens to use the Wireless LAN software. related documentation and
hardware peripherals [ Software"), vou agree to the following tems and

conditions.
v
Do you accept al the tems of the preceding License Agieement? If you chaase Ho. the
selup will close. To install Siemens Wireless LAN Client Ltlty, you must accept this
agreement.
<Back Yes No
Select a Setup Type &3
Setup Type e
Select the Setup Type 1o install I .-

Click th type of Setup you prefer, then dlick Next

& Twpieal  yficiess LAN soltware wil be installed with defaul setings.

@ Recommended for mast users.

" Custem
“wireless LAM software wil be installed with custom settings.

@ Recommended for advanced users,

< Back Mest » Caneel

g“ Insert PC Card into PCMCIA slat or USE adapter into USE sacket now ..

Canical



7.
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Rotate the antenna on the SANTIS
WLAN USB Adapter to adjust its
range and the connection quality.

Upon hardware detection,
Windows XP will install the driver
for the adapter automatically.

Complete the installation with
Finish.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has firished instaling the oftware for:

IEEE 202.11b wireless LAN USE Card (R)

Click Finich to close the wizard,




Note:

¢ If you are prompted with the “INF not found” alarm, please click the Browse
button to locate the .inf file. Usually it is located on C:\Windows\inf.

Now you are done with the installation procedure.

The SANTIS WLAN USB Adapter uses the Windows XP Wireless Network
Connection utility for both configuration and monitoring.

The utility is launched automatically

with its icon located on the system ;:

tray.

The Wireless LAN Monitor Utility is
used for statistic information only

(refer to section “Statistics” on page

12).

If the Wireless Network Connection utility is not launched, manually start it by
selecting start — Connect To — Wireless Network Connection.

Next, you have to connect the SANTIS WLAN USB Adapter to an ADSL wireless

Router or Router-modem. Continue with section “Step 2b: Connecting to an ADSL
wireless Router or Router-modem” on page 20.
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Step 2b:
Connecting to an ADSL wireless Router or
Router-modem for Windows XP

Under Windows XP, the SANTIS WLAN USB Adapter uses the Wireless Network
Connection utility for both configuration and monitoring. It can be quickly

accessed via the Wireless Network -

Connection icon on the system tray. -

If the icons are marked with a red “X”,

it means that there is no connection El;n_
to an ADSL wireless Router or Router- .
modem.

If the utility is not launched, manually start it by selecting start ->
Connect To -> Wireless Network Connection.

The Wireless LAN Monitor Utility is m
used for statistic information only

(refer to section “Statistics” on page m
12).

Depending on whether or not you have activated the WEP security on your ADSL
wireless router or router-modem, you can connect to it as follows:
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A. Connect to an ADSL wireless Router or Router-modem without
WEP

1. Click the Wireless Network I'r
Connection icon to start the Wireless ar
Network Connection utility.

If there is already a connection estab-
lished, select View Available Wireless
Networks from the icons context
menu.

2. All ADSL wireless Router or Router-

modems available are listed. Select

The following wireless network[s) are available. To access a

th e one yo u want to connect to. wireless network, select it from the list, and then click Connect
If there is no ADSL wireless Router or valable wirsess networks:
Router-modem displayed, make sure 1 SANTISS0-3DE3BE
that the Hide SSID option is not
i This wirel k B k
enabled for your ADSL wireless Router | g\ [ aisss s ot e fecae st
or RO uter-m Od em. encryption, data sert over this network might be subject to
unauthorized access.
3 . E Nna b | e th e AI I ow me to connect to Allow rge Iuhc_uljnecl to the selected wireless network,
. H it t
the selected wireless network... Frenihoaniis et s
o) pt| on If you are having difficulty connecting to a networle, click Adwanced
. . A . [ [ |
4. Click Connect to establish the connec-

tion to the desired ADSL wireless
Router or Router-modem.

5. Start your web browser (e.g. Internet
Explorer). If you have no access to the
internet, you may have to configure
your ADSL wireless Router or Router-
modem (refer to the corresponding
manual).

21



B. Connect to an ADSL wireless Router or Router-modem with WEP

1. Click the Wireless Network
Connection icon to start the Wireless

Network Connection utility. If there is

already a connection established,
select View Available Wireless
Networks from the icons context
menu.

2. All ADSL wireless Router or Router-
modems available within the range of
your adapter are listed. Select the one
you want to connect to.

3. In the Network key field, enter the
same WEP key as defined for the ADSL
wireless Router or Router-modem.
Note that the WEP key is in HEX for-
mat which only allows digits 0-9 and
letters A-F for input.

4. Enter the same WEP key in the
Confirm network key field.

5. Click Connect to establish the connec-
tion to the desired ADSL wireless
Router or Router-modem.

6. Start your web browser (e.g. Internet
Explorer). If you have no access to the
internet, you may have to configure
your ADSL wireless Router or Router-
modem (refer to the corresponding
manual).
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Wireless Network Connection 2 E]E‘

The following wireless network[s) are available. To access a
wireless netwark, select it from the list. and then click Connect

Available wirgless networks:

& SANTISE0-3DE3ES

Thiz wireless network requires the uze of a network key (WEP). Ta
access this network, type the key, then click Connect.

Metwork key:

Confirm networlk key:

[ Enable [EEE 802.1% authentization for this network

If you are having difficulty connecting to a networle, click Adwanced




Step 2c:
Configuration Utility
for Windows XP

Viewing Connection Status

After you successfully connect o the

ADSL wireless Router or Router-modem, General | Support

Click the Wireless Network Connection Eonnection

H Status: Connected
con. . . Duration: 00:01:51
The Wireless Network Connection Speed: 1.0 Mbps
Status window displays the general data Signal Stent el
of the card, such as Status, Duration, vy .

Speed and Signal Strength. Additionally Sent — (AL —  Recsives
the number of data packets sent and Fackets i 166
received are displayed.

Wireless LAN Monitor Utility

To start the Wireless LAN Monitor Utility, double-click the Wireless LAN
Monitor icon or select Settings from its context menu. The utility comes with
two tabs: Statistics and Info. For more information refer to section “Using the
Wireless LAN Monitor Utility” on page 12. If you wish to exit the utility, click Hide.
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Uninstalling the SANTIS WLAN USB Adapter

Should you need to uninstall the SANTIS WLAN USB Adapter and application soft-
ware for any reason, you should remove the hardware from your computer and
then uninstall the associated software. Please proceed as follows.

Removing the SANTIS WLAN USB Adapter

The SANTIS WLAN USB Adapter complies with the USB standard that allows
devices to be inserted into and removed from the computer’s USB port when the
computer is power on. Just remove the card from your PC's USB port.

To avoid any damage from occuring to your computer, under
Windows 98/ME, please click on the Wireless LAN Monitor Utility
icon first before removing the SANTIS WLAN USB Adapter. Press the
right mouse button and select Exit. Later the icon will disappear.
Then remove the SANTIS WLAN USB Adapter.

Uninstalling the SANTIS WLAN USB Adapter software

Make sure that you have removed the hardware before you proceed:

1. Close all programs that are currently running.

2. Click the Windows Start button, point to Programs — Siemens SANTIS
WLAN and then click Uninstall driver.

3. Click OK to proceed with the software removal procedure.

4. Click Finish to exit the Wizard.
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